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ENERGY DX HEAVY™ SAE 50 API SD/CC

Heavy Duty Motor Oil

Introduction

ENERGY DX HEAVY™ is Diesel Engine Oil (DEO) provides necessary protection to meet the needs of older generation Commercial Vehicle
Lubricant (CVL). This product meets the performance requirements of APl SD/CC.

Features & Benefits
= Maintains high engine cleanliness
= Greater control of deposit formations
= Prolonged oil life due to high oxidation stability
= Excellent shear stability maintains its viscosity grade

Technical Performance Data

TEST PARAMETERS TEST METHOD uom SPECIFICATION TYPICAL RESULTS
MIN. MAX. -
Appearance ASTM D 4176 - B&C - B&C
Color ASTM D 1500 - Report - L2.5
Density at 15 °C ASTM D 4052 g/mL Report - 0.8895
Density at 30 °C ASTM D 4052 g/mL Report - 0.8804
Kinematic Viscosity at 40°C ASTM D 445 cSt Report - 224.3
Kinematic Viscosity at 100°C ASTM D 445 cSt 16.30 21.90 20.68
Viscosity Index ASTM D 2270 - 90 - 108
Flash Point (FP) ASTM D 92 °C 225 - 268
Pour Point (PP) ASTM D 5950 °C - -9 -12
Total Base Number (TBN) ASTM D 2896 mg KOH/g 0.50 - 0.71
Foaming Seq. | ASTM D 892 mL - 15/0 10/0
Foaming Seq. Il ASTM D 892 mL - 50/0 25/0
Foaming Seq. lll ASTM D 892 mL - 15/0 10/0
FTIR Scanning ASTM E 2412 As Ref. Matches - Matches
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