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ENERGY GR MONO SAE 140 API GL-4

Monograde Gear Oil

Introduction

Features & Benefits
▪  Robust performance in automotive applications

▪  EP capabilities ensure components are protected

▪  Extensive history of trouble-free performance

▪  Suitable for extended drain period

Technical Performance Data

TYPICAL RESULTS

MIN. MAX. -

ASTM D 4176 - B&C - B&C

ASTM D 1500 - Report - L 2.5

ASTM D 4052 g/mL Report - 0.8923

ASTM D 4052 g/mL Report - 0.8832

ASTM D 445 cSt Report - 352.6

ASTM D 445 cSt 24.00 32.50 31.48

ASTM D 2270 - 90 - 126

ASTM D 92 °C 210 - 244

ASTM D 5950 °C - -9 -12

Kinematic Viscosity at 100°C

PRODUCT DATA SHEET (PDS)

ENERGY GR MONO is standard tier gear oil for Axles and Transmission having anti-wear and Extreme Pressure (EP) properties function as 

corrosion inhibitor and anti-rust in gear applications.

TEST PARAMETERS TEST METHOD UOM
SPECIFICATION

Appearance

Color

Density at 15 °C

Density at 30 °C

Kinematic Viscosity at 40°C

Viscosity Index

Flash Point (FP)

Pour Point (PP)


