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ENERGY VX SUPERTM SAE 20W-50 API CF-4

Premium Turbo Diesel Engine Oil

Introduction

Features & Benefits
▪  Meets and exceeds API CF-4 service classification

▪  Protection against rust, wear and sludge formation

▪  Clean engines for longer oil drain interval

▪  Better pump-ability in Diesel Particulate Filters (DPF)

Technical Performance Data

TYPICAL RESULTS

MIN. MAX. -

ASTM D 4176 - B&C - B&C

ASTM D 1500 - Report - L 2.5

ASTM D 4052 g/mL Report - 0.8778

ASTM D 4052 g/mL Report - 0.8687

ASTM D 445 cSt Report - 170.6

ASTM D 445 cSt 16.30 21.90 19.33

ASTM D 2270 - 115 - 129

ASTM D 5293 mPa.s - 9500 6394

ASTM D 92 °C 210 - 264

ASTM D 5950 °C - -21 -36

ASTM D 2896 mg KOH/g 9.82 - 10.75

ASTM D 892 mL - 10/0 5/0

ASTM D 892 mL - 25/0 20/0

ASTM D 892 mL - 10/0 5/0

ASTM E 2412 As Ref. Matches MatchesFTIR Scanning

Foaming Seq. I

Foaming Seq. II

Foaming Seq. III

Viscosity Index

Cold Cranking Viscosity (CCS) at -15°C

Flash Point (FP)

Pour Point (PP)

Total Base Number (TBN)

Kinematic Viscosity at 100°C

PRODUCT DATA SHEET (PDS)

ENERGY VX SUPERTM is Heavy Duty Diesel Engine Oil (HDEO) formulated with high-performance additive technology. It is designed for 

Commercial Vehicle Lubricant (CVL). This product keeps engines clean with increased oil drain intervals. 

TEST PARAMETERS TEST METHOD UOM
SPECIFICATION

Appearance

Color

Density at 15 °C

Density at 30 °C

Kinematic Viscosity at 40°C


